Steamboiler

OUR RANGE OF MAIN PRODUCTS ARE AS BELOW

+ WATER TUBE HIGH PRESSURE STEAM BOILERS CAPACITY FROM 5 TPH TO
150 TPH IN PROCESS INDUSTRY AND ALSO FOR POWER CO-GENERATION
WITH PRESSURE UPTO 105 KG/CM2, AND SUPER HEATER TEMPERATURE
UPTO 540°C BASE ON MULTIFUEL BAGASSE, HUSK, AGROWASTE, PALM
FIBRE/SEEDS, COAL ON FURNACE GRATES LIKE TRAVELLING
GRATE,PULSATING GRATE, DUMPING GRATE & ALSO FLUEDISE
FBC/AFBC GRATES .
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+ “D”TYPEWATER TUBE BOILERS SUTABLE UPTO 40 TPH ON OIL/GAS
ALSO CAN USE MULTIFUEL FIRE FOR COAL/ AGROWASTE ETC.

+ PACKAGED SMOKE TUBE WITH THREE PASS WET BACK BOILERS ON
OIL, SOLID FUEL, OR DUEL FUEL FIRE CAPACITY UPTO 25 TPH

+ COMBI INBUILT MEMBRANE TUBE FURNACE TYPE SOLID FUEL BOILERS . I
UPTO 25 TPH AT 24 KG/CM2 SUITABLE FOR AGROWASTE AND FBC /‘ o /‘ /“"' /‘
FURNACE FOR FUEL LIKE RICE HUSK, COALETC. ‘

+ SUPPLY OF BOILER PRESSURE PART LIKE SUPER HEATER, ECONOMISERS, ,/— /P /- /’-
DRUM INTERNALS, BEND TUBES, AIR HEATER, DUST COLLECTORS, WET- /A /_A /'-—. 7
SCRUBBER, MDC, ESP, STEAM PIPING, PRV & PRDS, PIPING, HEADERS,

BEND TUBES ETC. 7 - - / -

+ BOILER AUTOMATION LIKE PLC/DCS, THREE EELEMENTS LEVEL

CONTROLLER, ATTEMPERATOR SYSTEM, SAFETY INSTRUMENTS, BOILER

VALVES, SOOT BLOW VALVES, MOBERY CONTROLLER, STEAM
SEPARATOR/STRAINER , SAFETY VALVES, LEVEL GAUGES, FORGED PIPE
FITTIGS, FLANGES ETC.

+ STEAM GENERATOR, BABY BOILER, DEAERATOR, IBD/CBD TANKS, HEAT
EXHANGERS, H.P. HEATERS, STERILIZERETC.

- > | + MODIFICATION & UPGRADE OF EXISTING USE BOILERS FOR HIGHER
il 7 CAPACITY, FUEL EFFICIENCY & TO SOLVE EXISTING PROBLEM OF STEAM
e ; GENERATION AND IMPROVES.H. TEMP. & EFFICIENCY ETC.

LEVEL GAUGES

SUPER STEAM BOILER ENGINEERS PVT. LTD.

Plot No. A-402, TTC Industrial Area MIDC Mahape, Navi Mumbai - 400 710 (India)

Call : 491 22 41412121 / 27781445 | Fax : +91 22 4141 2122 / 27782747
Email Us: supersteamboiler@yahoo.com / info@supersteamboilers.com | www.supersteamboiler.co.in / www.superboilerindia.com
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SOLID PACKAGE AND COMBI BOILERS PACKAGE OIL FIRE BOILERS

gﬂTPH OIL FIRED BOILER 4 TPH OIL FRED BOILER
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PACKAGE SOLID FUEL & COMBI INBUILT DESIGN PACKAGE OIL FIRE BOILERS

Unique Feature of Package Boilers.
Our Boilers are Designed & manufacture as per IBR/BS/ASME Codes.

Designed to operate on all grade of solid fuels like Coal / Wood / Briqutte /
Agrowaste. Our Boilers Designed & manufacture as per IBR/BS/ASME Codes.

Designed to give full load efficiencies of 78% * 2% on coal/Briqutte based on
gross calorific value of fuel (GCV) 4400 kcal/kg.

Designed to operate on all grade of fuels like LDO, Furnace Qil, Waste mix oil, Gas

etc. also on duel fuel firing system like Coal/Wood/Agrowaste etc.

There is high heat transfer as furnace is generously sized. There is high

residence and turbulence of furnace gases. High turn down ratio, Large Design of our Boiler have heat transfer in radiation chamber generously sized to
heating surface. improve high residence time, turbulence of furnace gases achieve maximum

) ) volumetric heat release rate & no loss of heat due to wet back reversing
Large convective heating surface & long passes ensures excellent heat

; ¢ chamber, also tubes are designed to absorb maximum heat will improve fuel
ransfer.

efficiency & saving steam generation cost.
Smoke box doors are made gas tight and leak — proof by well placed

asbestos rope. This eliminates frequent changing of gaskets. Boilers are of fully welded class | construction, with 100% radiography of

1 TPH COAL FIRE BOILER
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Easily convertible from Solid fuel firing to oil/Gas firing. longitudinal and circumferential seams. Stress relive after welding hydraulically

) ) ) ) Ny tested as per the IBR codes. Provided with fully Auto/PLC Panels with all safety.
Horizontal Package Boiler have less site work and quick commissioning.
Design of Three Pass with facilitates ash removal from combustion chamber. Power Co-generation also possible by providing super heater independently,

. _— . rovided between the 2™ & 3 passes to achieve Power in our inbuilt boilers.
Designed as per the latest IBR, the boiler is of fully welded Class | construction, P P

B Al ==l e Ee N EVEd and hydraulically tested as per IBR Boilers are Fully Automatic with Burner & Panel for safe operation & safety.

rules. Designed to give full load efficiencies as per NCV of fuel use i.e. 89% + 2% on Oil,

Manholes are provided on top and bottom for easy access and cleaning. 87% 2% on Gas and solid fuel 78% + 2% on Coal/ Briquette / Agrowaste.

The boiler shell is insulated with high density LRB Matteres and cladded with

i ) Our package boiler unit easyininstallation & have low maintenance cost.
Aluminum sheet to avoid heat losses from surfaces.

You think about our Super Steam High Efficiency Boilers.
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BOILER BURNER ASSEMBLY & PANEL
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